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MICROBIOLOGICAL INCUBATOR

BXP-S Series
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应用范围

·5 inch touch screen, BRIGHT II control system,automatically compensate parameters based on the environment;

Product Features

·Multi-level password management function;
·Temperature record data and curves, alarm recording information can be viewed in real time;

·With reservation function;
·Store data for more than 10 years, and export them by U disk;
·Double overtemperature alarm (a. controlled by temperature sensor system, b. independent temperature control switch);
·The 6-stage speed regulation of the fan;
·10 adjustable exhaust rates;
·Preheating chamber design, to ensure rapid heating and good heat distribution effect;

·5cm fully enclosed aluminum foil insulation layer,suitable for use in clean laboratories;

MICROBIOLOGICAL INCUBATOR

BXP-S Series

Equipped with 2 RS-485 interfaces and 1 USB interface;

·Double door designle for use in clean laboratories;

·
Optional:Printer, online monitoring platform, inlet and outlet air filter.·
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Temp. Range [°C]

Temp. Fluctuation at 37°C [°C]

Temp. Uniformity at 37°C [°C]

Heating-up Time to 60°C [min]

Recovery time after 30 seconds door open at 60°C [min]

Power [W]

Internal Dimensions W×D×H [mm]

Housing Dimensions W×D×H [mm]

Number of Shelves (std./max.) [pc]

Net Weight /Gross Weight  [kg]

Package Size  [mm]
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